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2 PULLER HOLES 
0.375-16 UNC
180  APART
ON 118.00 [4.646] B.C.

2 PULLER HOLES 
M10 x 1.5
180  APART
ON 118.00 [4.646] B.C.
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2 PULLER HOLES 
0.375-16 UNC
180  APART
ON 144.00 [5.669] B.C.

2 PULLER HOLES 
M10 x 1.5
180  APART
ON 144.00 [5.669] B.C.
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DRIVER END 

 2 SETSCREW 1/2-20 NF
 1 OVER KEYWAY AND 1 @ 90  
 AT 36.068 [1.420] AWAY FROM 
 HUB BARREL END

2 SETSCREWS 5/8-11 NC
1 OVER KEYWAY AND 1@90
AT 40.894 [1.610]AWAY FROM
HUB BARREL END

DRIVEN END 
1 10 5 9 8 7 3 64 11 2

A. TORSIONAL DATA (CALC.)
    WT = 16.4 kg [ 36.2 lbs]
    WR^2 = 47562.5 kg-mm2 [162.5 lbs-in2]

    Kt =  2.24E^5 Nm/rad [1.98E^6 in-lbs/rad]
    (BASED ON 1/3 SHAFT PENETRATION
    FACTOR IN BOTH HUBS)

    CENTERLINE OF GRAVITY 
    DRIVER END

      7.3 kg. [16.17 lbs] AT 13.1 mm [0.51 in.] FROM SHAFT END, 
TOWARDS EQUIPMENT.

    DRIVEN END
      9.6 kg. [21.27 lbs] AT 16.6 mm [0.65 in.] FROM SHAFT END, 
TOWARDS EQUIPMENT.

B. COUPLING TORQUE RATINGS
    MAXIMUM CONTINUOUS = 2190 Nm [19400 in-lbs]
    PEAK OVERLOAD = 4380 Nm [38800 in-lbs]

C. MISALIGNMENT RATINGS
      MAX. ANGULAR = 1/3° (PER FLEX ELEMENT)
      MAX. PARALLEL OFFSET = 0.5 mm. [0.02 in]
      MAX. AXIAL = ±1.30 mm. [±0.051 in] (DOUBLE FLEXING)

D. CAUTION NOTE
    FLEX JOINT LOCKNUTS HAVE BEEN FACTORY
    TIGHTENED AND ARE NOT TO BE DISTURBED
    WHEN ASSEMBLING OR DISASSEMBLING
    ON EQUIPMENT.

E. ORDER INFORMATION DATA
    P.O. NO.: 4502009241
    LINE ITEM: 10,20,30&40
    CUSTOMER: SULZER PUMPS SOLUTIONS INC

 

SECTION A-A

ITEM PART NO DESCRIPTION QTY MATERIAL COMMENTS

11 10000152 CAPSCREW 16 CLASS 10.9
10 10000153 CAPSCREW 16 CLASS 10.9
9 10000183 LOCKNUT 16 CLASS 10
8 10000214-01 OVERLOAD BUSHING 16 1144 SRA 100 STRESSPROOF
7 10000124 BOLT 16 CLASS 12.9
6 10001784 ADAPTER 1 AISI 1146 OR 1141 OR 1045
5 10001134 ADAPTER 1 AISI 1146 OR 1141 OR 1045
4 10000094 DISC PACK 2 301 STAINLESS STEEL
3 76870 CENTERMEMBER 1 AISI 1146 OR 1141 OR 1045
2 77416 HUB 1 AISI 1146 OR 1141 OR 1045
1 77415 HUB 1 AISI 1146 OR 1141 OR 1045
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F. CUSTOMER NOTES

    EQUIPMENT SERVICE: RAIL CAR UNLOADING PUMPS
    PUMP TAGS & DESCRIPTION:
    18-P-1824 - RAIL CAR UNLOADING COMMON SPARE
    18-P-1825 - RAIL CAR SPUR #6 UNLOADING PUMP
    18-P-1826 - RAIL CAR TRACK #1 UNLOADING PUMP
    18-P-1827 - RAIL CAR TRACK #2 UNLOADING PUMP

G. OPERATING DATA

     POWER = 200 HP
     SPEED = 1800 RPM (VARIABLE SPEED DRIVE)
     TORQUE =  7003 in-lbs
     SERVICE FACTOR =  2.77

H. BALANCING INFORMATION
     BALANCED PER AGMA 9000 GLASS 9, ISO 19401 GRADE 
     G6.3 BALANCED. 

Pump
CPE 32-6G (8x6x1.5)

Frame 447T 
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