Air Products - WEP Renewables Proje'ct (API) '

BAILDOR-RELIANCEE

CUSTOMER INFORMATION PACKET

07K629Y929G29 - 7.5HP, 3510RPM, 3PH, 60HZ, 215T, 0732M, TEFC, F
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*NOTE:

9.62 [244.3]

1. MAIN CONDUIT BOX VOLUME 70 CUBIC IN

2. BOX IS ROTATABLE BY 90°

SPEC MQTOR WEIGHT

C.0.G. FROM CENTERLINE

07K629X813G32

231 LBS

X=.01, Y=.48, Z=.24

CUSTOMER IS RESPONSIBLE FOR DETERMINING THAT THE PRODUCT WILL PERFORM SUITABLY IN THE INTENDED APPLICATION

REV. DESC: ADD DIM FROM FOOT TQ KOBX

REV. LTR: K

[ VERSION: 10

l TDR: 000001189953

BALDOR - RELIANCE®

FILE: \AAA\0O118\406

IREV\SED: 08:40:00 04/29/2022 IBY: USCOPIC1

MTL: —

STD HORZ 213-5T TEFC Q7M (ECP) IEEE841
SH 1 of 1

BCIMATILO

07K629: TEFC RG 213-215T CP8 M N F1
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Air Products - WEP Renewables Project (API) '

BAILDOR *RELIANCEIF

O7WGYO010: Electrical Design
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CUSTOMER INFORMATION PACKET

07K629Y929G29 - 7.5HP, 3510RPM, 3PH, 60HZ, 215T, 0732M, TEFC, F

TYPICAL WYE—CONNECTED MOTOR
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NOTES:
= HREE LEAD MOTOR i=BE=ETER=WTE

2.

. LEAD COLORS ARE OPTIONAL.

CONNECTER=6R DELTA CONNECTED.

INTERCHANGE ANY TWO LINE LEADS TO REVERSE
ROTATION.

. OPTIONAL THERMOSTATS ARE PROVIDED WHEN

SPECIFIED.

. ACTUAL NUMBER OF INTERNAL PARALLEL CIRCUITS

MAY VARY.
LEADS MUST BE
NUMBERED AS SHOWN.

REV. DESC: ADD CLASS CONNO0000Q007

REV. LTR: E

VERSION: 01

TDR: 000001099922

BALDOR - RELIANCE®

FILE: \AAA\OO005\141

BY: ENBRIRO

REVISED: 10:24:49 02/19/2019

MTL: —

o

3PH, SV, 3 LEADS, WYE OR DELTA CONNECTED
SH 1 of 1
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