
 
Traditional Steam or Thermal Fluid  

“Hot Box” Control Options  
 
 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

NO CONTROLS: 

- Without temperature controls, the heating medium supply 
temperature determines hot box temperature. This is a 
simple, safe, and reliable temperature control method 
particularly if the application is limited to a single, constant 
temperature. Includes door mounted thermometer.  

SELF-ACTING TEMPERATURE CONTROL SYSTEM: 

- Direct-operated valve which is regulated by a capillary 
tube connected to a temperature probe 

- Set-and-forget regulation 
- No external electrical or pneumatic connections required 
- Ideal for remote or electrically classified areas 
- Not recommended for frequent temperature changes 
- Includes Y-strainer 
- Includes door mounted thermometer. 
- Temperature ranges include: 

o 85°F to 165°F 
o 166°F to 250°F 
o 251°F to 316°F 

ELECTRONIC TEMPERATURE CONTROL SYSTEM: 

- Single set-point temperature controller and 
redundant high-limit controller housed in a NEMA 12 
enclosure employing a full voltage lockable 
disconnect switch. Controls are wired to NFPA 70 
and 79 electrical standards. Independent 3rd party 
inspections available.  

 


